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GC Septa

HAMILTON offers four different varieties of septa. The Long Life GC Autosampler Septa, the Low Bleed High Temperature 
Septa (up to 400°C), the PTFE High Temperature Septa (up to 212°C) and the Three Layer Septa (up to 200°C) are avail-
able. 

Three Layer Septa

•    Preconditioned silicone rubber septa, 3.81 mm (0.15“) thick 
•    Average life: 100 injections with a 26s gauge needle 
•    Maximum operating temperature: 200°C 
•    12 per package 

Septa diameter
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5 mm/.197" 76022

6.35 mm/.250" 76001

7 mm/.281" 76010

8 mm/.312" 76002

9 mm/.355" 76003

9.5 mm/.375" 76004

10 mm/.394" 76005

11 mm/.438" 76007

12 mm/.469" 76013

12.7 mm/.500” 76006

13 mm/.516" 76009

14 mm/.562" 76015

15 mm/.594" 76016

16 mm/.625" 76008

16.7 mm/.656" 76017

18 mm/.719" 76019

19 mm/.750" 76020
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GC Septa

High Temperature Septa

•    Preconditioned PTFE/silicone rubber septa, 3.175 mm (0.125") thick 
•    Average life: up to 100 injections with a 26s gauge needle 
•    Maximum operating temperature: 212°C 
•    12 per package 

Septa diameter
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6.35 mm/.250" 75801

7 mm/.281" 75810

8 mm/.312" 75802

9 mm/.355" 75803

9.5 mm/.375" 75804

10 mm/.394" 75805

11 mm/.438" 75807

12 mm/.469" 75813

12.7 mm/.500" 75806
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GC Septa

Part Number

De
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n

75829 5 mm diameter septa for Agilent on-column injector port with prepunctured center depression 25/pk

75831 9 mm diameter septa with prepunctured center depression 25/pk

75825 9.5 mm diameter septa 25/pk

75826 11 mm diameter septa with prepunctured center depression 25/pk

75832 11.5 mm diameter septa with prepunctured center depression 25/pk

75827 12.7 mm diameter septa 25/pk

75830 17 mm diameter septa 25/pk

Long Life GC Autosampler Septa 

Long Life GC Autosampler Septa are designed for use with GC Autosamplers. The 5, 9, 11 and 11.5 mm diameter Long 
Life septa are available with our unique prepierced center depression which guides the syringe needle to the same injec-
tion point, extending septa life and reducing needle bending.

The 9.5, 12.7 and 17 mm diameter Long Life septa are supplied without the unique center depression, but still provide 
outstanding longevity at inlet temperatures up to 400°C. Injection life of 400+ injections can be achieved with proper 
care and use of the HAMILTON dual gauge needle GC autosampler syringes. 
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GC Septa

Low Bleed High Temperature Septa 

Low Bleed High Temperature Septa are designed for the lowest bleed possible at temperatures up to 400°C. They 
can be used in combination with Mass Spectrometers or in applications where septa bleed interferes with trace 
analysis. The 5, 9 11 and 11.5 mm diameter septa are available with center depression which guides the syringe 
needle the same injection point, extending septa life and reducing needle bending. These septa are typically used 
for manual injection applications.

All of the Low Bleed High Temperature Septa can be used at temperatures up to 400°C. While these septa will 
not last for as many injections as our Long Life septa, they do last longer than septa from other suppliers and 
have virtually no bleed. 

Part Number
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n

75840 5 mm diameter septa for Agilent on-column injector port with prepunctured center depression 50/pk

75834 9 mm diameter septa with prepunctured center depression 50/pk

75833 9.5 mm diameter septa 50/pk

75838 10 mm diameter septa 50/pk

75835 11 mm diameter septa with center depression 50/pk

75839 11.5 mm diameter septa with center depression 50/pk

75836 12.7 mm diameter septa 50/pk

75841 17 mm diameter septa 50/pk

75837 Plug style septa for Shimadzu instruments 50/pk
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Syringes Accessories

Reproducibility (Chaney) Adapter. This adapter is built to adjust reproducible injections. It also prevents the plunger from 
bending. The adjustable stop prevents plunger damage. Easy to install in your laboratory. Available for syringes 700, 800, 
1700 and 7000 series.

Reproducibility (Chaney) Adapter

Reproducibility (Chaney) Adapter

Ordering information

Syringe series PN Chaney Adapter

700, 1700, 7000 14725

800, 1800 32146
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Syringe Accessories

The Syringe Guide prevents the plunger from bending and also prevents pulling out of the plunger.
Easy to install in your laboratory. Available for syringes 700, 1700 and 7000 series.

Syringe Guide

Syringe Guide

Ordering information

Syringe Series 0,5 - 5 µl volume 5 - 10 µl volume 25 - 500 µl volume

700, 1700 14806

700, 1700 14906

7000 14906
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Syringe Accessories

Lever actuated on/off valve for storing and transporting samples in any GASTIGHT® TLL syringe. Pressure tested to 6 bar 
and autoclaveable. Bore diameter 1 mm. Kel-F hub or N needles can be attached to the valve.

MTB Sampling Valve

MTB Sampling Valve

Ordering information

PN Description

86580 MTB Sampling Valve
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Syringe Accessories

Store and sample syringe contents through the Septum Adapter: Attaches to any TLL or LT syringe 
Replaceable Septum.

Septum Adapter Removable (RN) Adapter

For 250 µl and larger volumes syringes. Useable for SampleLock syringes. The larger port inner diameter of 1 mm allows 
sample spiking with a 701 N Syringe. Provides connection to threaded fittings, tubings assemblies, tees and crosses.

Septum Adapter

Ordering information

PN Description

31335 Septum adapter TLL includes 12 septa

75810 Replacement septa 7 mm diameter 12 pieces

Removable (RN) Adapter

Ordering information

PN Description

35081 Female Luer/Removable needle hub

35080 Male Luer/Removable needle hub

35083 Male Luer Lock/Removable needle hub
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Syringe Accessories

Safe keeping of HAMILTON syringes. The brushed stainless steel Syringe Rack keeps your workplace tidy. It is a clean and 
safe storage for your syringes. Storage up to 5 syringes from the series 700, 1700 and 7000 is possible. A lip on the plas-
tic holder protects the syringe against accidental touching and falling down. The distance of the plastic holder prevents 
the syringe from getting in contact with the metal plate. 
The Syringe Rack is useable as free standing or wand model.

Syringe Rack

Syringe Rack

Ordering information

PN Description

204880 Syringe Rack
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Tech Tip - Clogged Needles
For a partially clogged needle, flush the syringe with an appropriate solvent to solubilize the clog. For a completely 
clogged needle, do not attempt to clean by forcing the liquid or compressed air through the syringe. Excessive pres-
sure will split the glass barrel. Alternatively, use the HAMILTON Needle Cleaning Kit (PN 76620). Start by using the 
cleaning wires to dislodge any foreign material. Then flush with the Cleaning Concentrate to further dissolve the 
clog. Once the clog is removed, rinse the syringe and needle thoroughly with deionized water. Wipe the exterior 
surfaces of the syringe barrel and needle dry with a lint-free tissue. Make sure that there is no residual cleaning 
agent in the syringe before using or storing the syringe.

Syringe Accessories

If your HAMILTON syringes are kept clean, they will last longer. The HAMILTON Needle Cleaning Kit helps you to do so. 
It contains a powerful residue-free cleaning solution and a detailed description of the cleaning procedure for syringe and 
needles. Five fine tungsten wires with diameters from 0.076 mm to 0.306 mm are also included. With these wires you 
can clean plugged needles.

Needle Cleaning Kit

Ordering information Description Content

76620 Syringe cleaning set

Cleaning Wires (178 mm length) pack of 10 pieces Use to clean needle gauges

18306 0.076 mm O.D. 23s, 26s, 31-33

18300 0.089 mm O.D. 26s,  31-33

18301 0.126 mm O.D. 22s, 25s, 28-30

18302 0,167 mm O.D. 27

18303 0.207 mm O.D. 24-26

18304 0.306 mm O.D. 22, 23 and larger

18311 Cleaning Concentrate 500 ml Not included in Cleaning Kit

Needle Cleaning Kit
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Needles

RN needles are made of stainless steel. The needles are available for syringes in volumes from 5 µl to 100 µl and from 
250 µl up to 10 ml syringes. RN needles are available in a range from gauge 19 to gauge 34.
All standard RN needles are delivered in 51 mm needle length. The RN ferrule is contained in the RN pack.
Platinum needles are intended for use with aggressive media. They are made of a combination of 90% platinum and 
10% ruthenium. RN Needles are sold in packages of six pieces. Platinum needles are sold as single needle. From HAMIL-
TON you can order your custom made needle according to your specification (SN).

Removable Needles

Tech Tip
Burrs, rough edges at the needle opening and a rough needle surface can be removed by gently rubbing with a fine 
emery cloth or fine carborundum paper. Make sure to thoroughly rinse and dry the needle before using.

Economical Tip
By use of a non standard needle order a RN syringe without needle and separate a six pack of your preferred RN 
or customized RN needle.



- 75 -

The Measure of Excellence

T H E  M E A S U R E  O F  E X C E L L E N C E TM

Needles

Gauge
OD X ID 
[mm]

Point Style 2 Point Style 3 Point Style 5
Custom made 
Point Style 5

Custom made 
Point Style 
2, 3, 4, AS

34 0.16 x 0.06 207434

33 0,21 x 0,11 7762-06 7803-05

32 0.24 x 0.11 7762-05 7803-04

31 0.26 x 0.13 7762-04 7803-03

30 0.26 x 0.16 7762-03 7803-07

28 0.34 x 0.18 7762-02 7803-02

27 0.41 x 0.21 7762-01 7803-01

26s 0.47 x 0.13 7758-02 7768-01 7784-07 7731-02 7804-04 1

26 0.46 x 0.26 7758-04 7768-02 7784-08 7731-01 7804-03 1

23 0.64 x 0.34 207423 1

22s 0.72 x 0.15 7758-03 7770-01 7884-05 7731-04 7804-02 1

22 0.72 x 0.41 7758-01 7770-02 7784-06 7731-03 7804-01

21 0.83 x 0.51 207421

19 1.07 x 0.69 207419

RN Needle for Syringe Volume 2.5 µl to 100 µl

Gauge
OD X ID
[mm]

Point Style 2 Point Style 3 Point Style 5
Custom made 
Point Style 5

Custom made 
Point Style 
2, 3, 4, AS

26s 0.47 x 0.13 7779-02 7780-01 7784-03 7732-04 7806-04 1

26 0.46 x 0.26 7779-04 7780-02 7784-04 7732-03 7806-03 1

22s 0.72 x 0.15 7779-03 7780-03 7884-01 7732-02 7806-02 1

22 0.72 x 0.41 7779-01 7780-04 7784-02 7732-01 7806-01 1

20 1.07 x 0.69 207420

RN Needle for Syringe Volume 250 µl to 10 ml 

Gauge
OD X ID 
[mm]

Point Style 2 Point Style 3 Point Style 5
Custom made 
Point Style 5

Custom made 
Point Style 
2, 3, 4

PEEK 1.52 x 0.76 8650-01

Gauge
OD X ID
[mm]

Needle Length Point Style 3

FS 0.17 0.17 x 0.08 100 mm 200285

FS 0.23 0.23 x 0.08 100 mm 200295

RN PEEK Needles for Syringe Volume of 250 µl to 10 ml

RN Fused Silicon Needles for Syringe Volume of 5 µl to10 µl

1  Available as point style AS
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Needles

Gauge
OD X ID 
[mm]

SST Tubing
No hub

Point Style 2 Point Style 3 Point Style 5
Custom made 
Point Style 5

Custom made 
Point Style 
2, 3, 4, AS

34 0.16 x 0.06 21034

33 0.21 x 0.11 21033 7747-01

32 0.24 x 0.11 21032 7747-02

31 0.26 x 0.13 21031 7748-17

30 0.31 x 0.16 21030 7748-16

29 0.34 x 0.18 21029 7748-15

28 0.36 x 0.18 21028 7748-14

27 0.41 x 0.21 21027 7748-13

26s 0.47 x 0.13 21039 90039 91039 7729-01 7751-19 7748-19 1

26 0.46 x 0.26 21026 90026 91026 7729-03 7751-17 7748-12 1

25 0.52 x 0.26 21025 90025 91025 7729-04 7751-16 7748-11 

24 0.57 x 0.31 21024 90024 91024 7729-05 7751-15 7748-10 

23 0.64 x 0.34 21023 90023 91023 7729-06 7751-14 7748-09 1

22s 0.72 x 0.15 21038 90038 91038 7729-02 7751-18 7748-18 1

22 0.72 x 0.41 21022 90022 91022 7729-07 7751-13 7748-08 1

21 0.83 x 0.51 21021 90021 91021 7729-08 7751-12 7748-07

20 0.91 x 0.60 21020 90020 91020 7729-09 7751-11 7748-06

19 1.07 x 0.69 21019 7751-10 7748-05

18 1.27 x 0.84 21018 7751-09 7748-04

17 1.47 x 1.07 21017 7751-08 7748-03

16 1.65 x 1.19 21016 7751-07 7748-02

15 1.83 x 1.37 21015 7751-06 7748-01

14 2.11 x 1.60 21014 7751-05 7749-05

13 2.41 x 1.80 21013 7751-04 7749-04

12 2.77 x 2.16 21012 7751-03 7749-03

11 3.05 x 2.39 21011 7751-02 7749-02

10 3.40 x 2.69 21010 7751-01 7749-01

Metal (N) Hub Needles

Metal Hub Needles

The N needles (metal hub) are available in a convenient Six Pack. 
The needles are available with a wide variety of point style. Standard 
needles are delivered with a needle length of 51 mm. Custom made 
needles are available up to a length of max 1000 mm.
The metal hub is made of brass and nickel plated. The needle material 
quality is SST 304 (DIN1.4301). 
SST tubing without hub can also be ordered.

1  Available as point style AS
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Needles

Kel-F® Hub Needles

Gauge
OD X ID
[mm]

Point Style 2 Point Style 3 Point Style 5
Custom made 
Point Style 5

Custom made 
Point Style 
2, 3, 4, AS

Platin Needles

33 0.21 x 0.11

32 0.24 x 0.11

31 0.26 x 0.13 7750-22

30 0.31 x 0.16 7750-21

28 0.36 x 0.18 7750-19

27 0.41 x 0.21 7750-18

26s 0.47 x 0.13 90139 90539 7746-12 7752-19 7750-24 1

26 0.46 x 0.26 90126 90533 7746-10 7752-17 7750-17 1 90526

25 0.52 x 0.26 90125 90525 7746-09 7752-16 7750-16 1

24 0.57 x 0.31 90124 90524 7746-08 7752-15 7750-15

23 0.64 x 0.34 90123 90523 7746-07 7752-14 7750-14 1

22s 0.72 x 0.15 90138 90534 7746-11 7752-18 7750-23 1

22 0.72 x 0.41 90122 90134 7746-06 7752-13 7750-13 1 90522

21 0.83 x 0.51 90121 90521 7746-05 7752-12 7750-12

20 0.91 x 0.60 90120 90520 7746-04 7752-11 7750-11

18 1.27 x 0.84 7746-03 7752-09 7750-09 90518

17 1.47 x 1.07 7746-02 7752-08 7750-08

16 1.65 x 1.19 7746-01 7752-07 7750-07

14 2.11 x 1.60 7752-05 7750-05

13 2.41 x 1.80 7752-04 7750-04

12 2.77 x 2.16 7752-03 7750-03

11 3.05 x 2.39 7752-02 7750-02

10 3.40 x 2.69 7752-01 7750-01

Kel-F® (KF) Hub Needles

The KF needles (Kel-F® Hub) are available in a convenient Six 
Pack. The needles are available with a wide variety of point style.    
Standard needles are delivered with a needle length of 51 mm. 
Custom made needles are available up to a length of max. 1000 
mm. The needle material quality is SST 304 (DIN1.4301).

1  Available as point style AS
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Needle Gauge Index

Gauge
Nominal O.D.
inch

Nominal O.D.
[mm] 

Nominal I.D.
inch

Nominal I.D.
[mm] 

Wall Thickness
inch

Wall Thickness
[mm]

Volume
µl/inch

34 .0055 - .0066 0.16 .0015 - .0031 0.06 .0019 0.05 0.03

33 .0080 - .0085 0.21 .0035 - .0050 0.11 .002 0.05 0.20

32 .0090 - .0095 0.24 .0035 - .0050 0.11 .002 0.05 0.20

31 .0100 - .0105 0.26 .0045 - .0060 0.13 .0025 0.06 0.34

30 .0120 - .0125 0.31 .0055 - .0070 0.16 .003 0.08 0.45

28 .0140 - .0145 0.36 .0065 - .0080 0.18 .0035 0.09 0.63

27 .0160 - .0165 0.41 .0075 - .0090 0.21 .004 0.10 0.80

26s .0184 - .0189 0.47 .0045 - .0055 0.13 .007 0.18 0.26

26 .0180 - .0185 0.46 .0095 - .0110 0.26 .004 0.10 1.25

25 .0200 - .0205 0.51 .0095 - .0110 0.26 .005 0.13 1.25

24 .0220 - .0225 0.57 .0115 - .0130 0.31 .005 0.13 1.80

23s .0263 - .0240 0.64 .0023 - .0043 0.09 .011 0.28 0.06

23 .0250 - .0255 0.64 .0125 - .0140 0.34 .006 0.15 2.17

22s .0280 - .0285 0.72 .0055 - .0065 0.15 .011 0.28 0.45

22 .0280 - .0285 0.72 .0155 - .0170 0.41 .006 0.15 3.35

21 .0320 - .0325 0.82 .0195 - .0210 0.51 .006 0.15 5.19

20 .0355 - .0360 0.91 .0230 - .0245 0.60 .006 0.15 6.71

19 .0415 - .0467 1.07 .0255 - .0287 0.69 .007 0.19 3.74

18 .0495 - .0505 1.27 .0315 - .0345 0.84 .0085 0.22 14.08

17 .0575 - .0580 1.47 .0405 - .0435 1.07 .008 0.20 22.84

16 .0645 - .0655 1.65 .0455 - .0485 1.19 .009 0.23 28.25

14 .0820 - .0840 2.11 .0610 - .0600 1.60 .010 0.25 51.07

13 .0940 - .0960 2.41 .0690 - .0730 1.80 .012 0.31 64.63

12 .1080 - .1100 2.77 .0830 - .0870 2.16 .012 0.31 93.07

11 .1190 - .1210 3.05 .0920 - .0960 2.39 .013 0.33 113.00

10 .1330 - .1350 3.40 .1040 - .1080 2.69 .014 0.36 143.28
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Tubing Assemblies

Gauge
O.D X I.D.
[mm]

Material Tubing only
1 KF Hub
[300 mm]

1 KF Hub
Specify length

2 KF Hubs
Specify length 
and gauge

30 0.76 x 0.30 PTFE 20930 90630 90680 86510

28 0.84 x 0.38 PTFE 20928 90628 90678 86510

26 0.91 x 0.46 PTFE 20926 90626 90676 86510

24 1.02 x 0.56 PTFE 20924 90624 90674 86510

22 1.17 x 0.71 PTFE 20922 90622 90672 86510

20 1.47 x 0.86 PTFE 20920 90620 90670 86510

19 1.57 x 0.97 PTFE 20919 90619 90669 86510

18 1.68 x 1.07 PTFE 20918 90618 90668 86510

18 2.00 x 1.00 FEP 20942

17 1.80 x 1.19 PTFE 20917 90617 90667 86510

16 1.96 x 1.35 PTFE 20916 90616 90666 86510

15 2.11 x 1.50 PTFE 20915 90615 90665 86510

14 2.29 x 1.68 PTFE 20914 90614 90664 86510

13 2.54 x 1.93 PTFE 20913 90613 90663 86510

12 2.77 x 2.16 PTFE 20912 90612 90662 86510

12 2.90 x 2.00 FEP 20943

11 3.02 x 2.41 PTFE 20911 90611 90661 86510

10 3.30 x 2.69 PTFE 20910 90610 90660 86510

9 3.76 x 3.00 PTFE 20909 90609 90659 86510

8 4.14 x 3.38 PTFE 20908 90608 90658 86510

7 4.52 x 3.76 PTFE 20907 90607 90657 86510

1/8” 20941 90641 90691 86510

Polymer Tubings with Kel-F® (KF) Connector

HAMILTON Polymer Tubing is manufactured from flanged PFTE Tubing pressed into a PCTFE Connector with a threaded 
hole. Used with LT or TLL Syringes, the tubings form a completely inert system which allows highly corrosive liquids to 
be dispensed. The Polymer Tubings are available in three different variants, with PCTFE Connectors on one or both ends 
(specification: KF) or without connectors (Cut tubing). The standard length is 300 mm. Special lenghts with single or  
double hubs can be ordered according the list below.
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Picture made by Werner Kirsch, Cologne



- 81 -

The Measure of Excellence

T H E  M E A S U R E  O F  E X C E L L E N C E TM

Valves and Fitting

HAMILTON (HV) Plug Valves

•    Wetted paths are chemically inert PTFE and Kel-F® materials
•    Valves are for stand alone use or HVX and HVP valves can also be panel mounted
•    Valve position is controlled manually via a handle attached to the valve stem
•    Valve connections are via 1/4''-28 UNF-2B (Unified Fine) fittings

HAMILTON HV Plug Valves provide an economical and flexible method of custom-building a fluid flow control system, for 
a simple on/off valve to a more complex multi-valve arrangement, using a combination of loop and distribution valves. 
The small valve body with its chemically inert flow path is ideally suited for low pressure applications. All HV Plug Valves 
allow you to select and interchange a wide variety of fittings, adapters and tubing, including male and female luers, FEP 
tubing assemblies and adapters which thread directly into the valve providing an endless variety of valve configurations 
for any flow applications. HAMILTON (HV) fittings and adapters are installed finger-tight and provide a leak-tight seal 
tested to 6 bar.

HV Valve
The HV valve is physically the smallest 
valve and constitutes a basic unit for the 
control of fluids. It is ideal for low pres-
sure applications; for a basic on/off flow 
to a four-way distribution system.

HVP Valve
The HVP valve is essentially the same 
as the HV valve except the HVP can be 
mounted into panels, instruments allow-
ing customized installations.

HVX Valve
The HVX valve is physically the largest 
valve. A larger port internal diameter 
allows increased fluid flows even with 
moderately viscous fluids. HVX valves 
can be used free standing or panel-
mounted using an optional locking nut, 
PN 35121. 6- and 8-port distribution 
and loop valves are available only in the 
HVX body style.
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Valves and Fittings

HV HVP HVX

Temperature Range (°C) 10 - 100 10 - 100 10 - 100

Weight (g) 25 25 25

Maximum Pressure Rating (MPa) 0.6 0.6 0.6

Valve Connection Ports 1/4-28 1/4-28 1/4-28

Break Away Torque (mNm) 106 106 424

Maximum Panel Thickness (mm) N/A 3.8 15.9

Panel Hole Diameter (mm) N/A 11.1 19.1

1. Handle Nickel Nickel Black Nylon

2. Set Screw Stainless Steel Stainless Steel Stainless Steel

3. Cap Bushing Nylon Nylon PTFE

4. Upper Stem Washer Stainless Steel Stainless Steel Stainless Steel

5. Drive Stem Stainless Steel Stainless Steel Stainless Steel

6. Compression Spring Zinc Plated Wire Zinc Plated Wire Stainless Steel

7. Cap Aluminium Aluminium Aluminium

8. Valve Plug PTFE 1 PTFE 1 PTFE 1

    O-Ring Buna-N Buna-N Viton

    Valve Plug Seat PCTFE 2 PCTFE 2 PCTFE 2

    Valve Housing Aluminium Aluminium Aluminium

    Lower Stem Washer Stainless Steel Stainless Steel

1 PTFE (Polytetrafluoroethylene)
2 PCTFE (Polychlorotrifluoroethylene)

HV Valve Dimension and Specifications
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Valves and Fittings

Flow Diagram Valve Description Valve Model HV HVP HVX

180° Flow Path
2-ports

1-1 86725 86775 86901 1

90° Flow Path
2-ports

2-2 86726 86776 86902 1

"T" Flow Path
3-ports

3-3 86727 86777 86903 1

90° Flow Path
3-ports

3-2 86728 86778 86904 1

Loop Flow Path
4-ports

4-4 86729 86779 86905 1

"T" Flow Path
4-ports

4-3 86730 86780 86906 1

90° Flow Path
4-ports

4-2 86731 86781 86907 1

180° Flow Path
4-ports

4-1 86732 86782 86908 1

Distribution Flow Path
2-ports

1-5 86735 86785 86910 1

Distribution Flow Path
2-ports

2-5 86736 86786 86911 1

Distribution Flow Path
3-ports

3-5 86737 86787 86912 1

Distribution Flow Path
4-ports

4-5 86738 86788 86913 1

Distribution Flow Path
6-ports

6-5 86915

Loop Flow Path
6-ports

6-6 86916 2

Distribution Flow Path
8-ports

8-5 86918

Loop Flow Path
8-ports

8-7 86919 2

Ordering Information

Note: All valves have 0.059 inch / 1.5 mm diameter ports unless otherwise specified.
1 Valve has 0.118 inch / 3 mm diameter ports.
2 Valve has 0.048 inch / 1 mm diameter ports.
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T H E  M E A S U R E  O F  E X C E L L E N C E TM

Valves and Fittings

HV Fittings, Adapters and Tubings

•    Use with HAMILTON valves
•    Use tubing assemblies to connect tubing to valves (6 bar or less)
•    Use female luer, male luer, luer lock and barbed fittings to connect syringes, equipment, 
      or other devices to HAMILTON valves
•    Fittings and adapters are Kel-F® (PCTFE) unless otherwise noted

Description Port Diameter 
[mm]

Pack PN

Female Luer / 1/4’’-28 UNF 1.5 1/pk 35031

Male Luer / 1/4’’-28 UNF 1.5 1/pk 35030

Male Luer Lock / 1/4’’-28 UNF 1.5 1/pk 35033

1/8’’ Barb / 1/4’’-28 UNF 1.5 1/pk 35032

Ordering information
HV, HVP

Port Diameter 
[mm]

Pack PN

3.0 1/pk 35071

3.0 1/pk 35070

3.0 1/pk 35073

3.0 1/pk 35072

HVX
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T H E  M E A S U R E  O F  E X C E L L E N C E TM

Valves and Fittings

Description Gauge I.D. [mm] Pack PN

Plug / 1/4’’-28 UNF 1/pk
10/pk

32802
88802

Union / 1/4’’-28 UNF 1.5 1/pk
10/pk

32800
88800

Swivel Union / 1/4’’-28 UNF 1.5 1/pk 35037

Bushing for “RN” type Needles / 1/4’’-28 UNF 1.0 1/pk 35035

Bushing for “Hat” type Needles / 1/4’’-28 UNF 1/pk 35056

Needles Stainless Steel “Hat” type (51/3)
Use with bushing PN 35056

14
15
16
17
18
19
20
21
22
23
24
25
26

3/pk
3/pk
3/pk
3/pk
3/pk
3/pk
3/pk
3/pk
3/pk
3/pk
3/pk
3/pk
3/pk

90814
90815
90816
90817
90818
90819
90820
90821
90822
90823
90824
90825
90826

Ordering information
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T H E  M E A S U R E  O F  E X C E L L E N C E TM

Valves and Fittings

1 PTFE (Polytetrafluoroethylene)

One 1/4’’-28 UNF Hub Assembled with
600 mm FEP Tubing

12
18
22

2.0
1.0
0.7

1/pk
1/pk
1/pk

88988
88987
88986 1

Two 1/4’’-28 UNF Hubs Assembled with
300 mm FEP Tubing

12
18
22

2.0
1.0
0.7

1/pk
1/pk
1/pk

88918
88917
88916 1

Fittings with Washer M6x1 for 2 x 1 mm tubing
M6x1 for 2.9 x 2 mm tubing
M6x1 for Gauge 20/22
M6x1 for Gauge 24
M6x1 for 2.5 x 1.5 mm tubing
1/4’’-28 UNF for 2.9 x 2 mm tubing
1/4’’-28 UNF for 2.5 x 1.5 mm tubing
1/4’’-28 UNF for Gauge 20/22
1/4’’-28 UNF for Gauge 24
1/4’’-28 UNF for 2 x 1 mm tubing

5/pk
5/pk
5/pk
5/pk
5/pk
5/pk
5/pk
5/pk
5/pk
5/pk

249980
249981
249982
249983
249984
249985
249986
249987
249988
249989

Description Gauge I.D. [mm] Pack PN

Ordering Information
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T H E  M E A S U R E  O F  E X C E L L E N C E TM

Valves and Fittings

General Laboratory Fittings, Adapters
and Tubing (Industrial Standard)

•    Use for assembly of low pressure (6 bar) fluid systems (not recommended for direct connection 
      to HAMILTON valves)
•    Fittings and adapters are Kel-F® (PCTFE) unless otherwise noted

Ordering Information

Description I.D. [mm] Pack PN

Female Luer / 1/4’’-28 UNF
Female Luer / M6x1
Female Luer / M6x1
Female Luer / M6x1 inner thread

1.5
1.5
2.0
1.5

1/pk
1/pk
1/pk
1/pk

32834
32874
230223
230225

Male Luer / 1/4’’-28 UNF
Male Luer / M6x1
Male Luer / M6x1 inner thread

1.5
2.0
1.5

1/pk
1/pk
1/pk

32835
230222
230227

Male Luer Lock / 1/4’’-28 UNF
Male Luer Lock / M6x1

1.5
1.5

1/pk
1/pk

32836
32876

Female Luer / Female Luer Connector 1.5 1/pk 86505

Male Luer / Male Luer 1.5 1/pk 86506

Female Luer / Male Luer 1.5 1/pk 86507
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T H E  M E A S U R E  O F  E X C E L L E N C E TM

Valves and Fittings

Description I.D. [mm] Pack PN

Male Luer Lock / Male Luer Lock 1.5 1/pk 86511

Male Luer Lock / Male Luer 1.5 1/pk 86512

Male Luer Lock / Female Luer 1.5 1/pk 86513

3 Way “T” 1/4’’-28 UNF inner thread
	 M6x1 inner thread

1.6
1.6

1/pk
1/pk

32810
32860

4 Way “X” Threaded Junction 0.8 1/pk 32811

3 Way “Y” 1/4’’-28 UNF inner thread
	 1/4’’-28 UNF inner thread
	 M6x1 inner thread

1.6
1.6

1/pk
1/pk

32814
32864

Ordering Information


